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Verified simulation of waveguide inhomogeneities 
in Keysight EMPro 2017 software
Kirill M. Zeyde
Ural Federal University named after First President of Russia B.N. Yeltsin,  
Ekaterinburg, Russia; e-mail: k.m.zeyde@urfu.ru
Abstract. In this paper numerical simulation of inhomogeneities in rectangu-
lar and circular waveguides at microwave, using the finite element method in 
Keysight EMPro 2017 CAD, with experimental data verification are considered. 
A sphere is used as a typical heterogeneity. Four samples of materials are con-
sidered: copper, paraﬃn, acrylic resin and texolite. A description is given for the 
modeling the electrophysical parameters of these materials in a computer-aided 
design system. A comparison of numerical and experimental data for a rectan-
gular waveguide is made. The selected materials are of primary concern for the 
study and demonstrate various electrophysical parameters.
Keywords. Waveguide, sphere, finite element method, modeling, ECAD, 
reflection coeﬃcient
Экспериментально верифицированное 
моделирование неоднородностей 
в волноводах в программе Keysight EMPro 2017 
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Уральский федеральный университет им. первого Президента России  
Б.Н. Ельцина, г. Екатеринбург, Россия;  
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Аннотация. В данной работе рассматривается численное моделирование 
неоднородностей в прямоугольном и круглом волноводах на СВЧ, исполь-
зуя метод конечных элементов в САПР Keysight EMPro 2017, верифици-
руемое экспериментальными данными. В качестве типовой неоднород-
ности используется сфера. Рассматриваются четыре образца материалов: 
медь, парафин, оргстекло и текстолит. Приводится описание способов 
описания электрофизических параметров этих материалов в системе ав-
томатизированного проектирования. Приводится сравнение численных 
и экспериментальных данных для прямоугольного волновода. Выбран-
ные материалы демонстрируют различные электрофизические параме-
тры и представляют особый интерес для изучения.
Ключевые слова. Волновод, сфера, метод конечных элементов, модели-
рования, САПР, коэффициент отражения
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1. Introduction
The restoration of the electrophysical parameters of inhomogeneities 
distinguishable in the transmission line with cavities, such as a waveguide is 
the main requirement of the work. The basis of this study, including the use 
of numerical methods of electrodynamics is described [1]. The generalized 
methodology must be verified, due to the lack of uniqueness of the solution 
when using numerical methods, as well as to conduct modeling with con-
trolled accuracy. ECAD EMPro with a FEM engine to solve the problem is 
used in the study. As a typical inhomogeneity, for which a full-scale verifi-
cation was performed, a sphere with diﬀerent electrophysical parameters is 
used. Both rectangular and circular waveguides operating on microwave are 
considered. An eﬀective mathematical apparatus for analyzing diﬀractions 
on inhomogeneities in a circular waveguide is presented [2].
Numerical simulation of inhomogeneities in waveguides, using the fi-
nite element method, with experimental verification is considered in this 
paper. Data on the numerical analysis of such systems are presented [3]. In-
formation on the numerical simulation of materials in EMPro is presented 
in the book [4]. 
Experimental investigations have been conducted initially. Its detailed 
descriptions are presented in the works: [5–7]. The measuring system is 
presented in the work [8], however, the measurement method is funda-
mentally different and the reconstruction of Mie equations for closed 
space is used.
2. Simulation
Two types of waveguide operating in single mode in the microwave 
range: rectangular 23 x 10 mm and circular with the radius 15 mm are an-
alyzed. The simulation is carried out in accordance with the stable mode 
of the experiment at frequencies 8–12 GHz. As a reference inhomoge-
neity, a sphere with a radius of 2.25 mm is used, which corresponds to 
the Rayleigh range.
EMPro with FEM solver is optimized in manual mode to achieve the 
required accuracy, without taking into account the possibilities of time-
precision optimization, since at this stage the study of the possibility of re-
ducing the simulation time without loss of accuracy is not a priority. Mesh 
optimization of dielectric objects is performed using the previously ob-
tained algorithm [9].
Table 1 demonstrates sample materials that are studied in this work. The 
table presents the experimental parameters of materials (except for copper, 
the conductivity (σ) of which is taken from reference sources) based on the 
results of work [10]. The table uses the classic notation, where Im(εr)rel – the 
value of the imaginary part of the permittivity at the relaxation frequency frel 
of the dielectric.
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Table 1. Parameters of the studied materials
N Material Parameters for 8–12 GHz
1 Copper σ = 5.8 · 107, S/m
2 Acrylic resin Re(εr) = 2.53–2.57;
Im(εr) = 0;
Re(μr) = 1;
Im(μr) = 0.
3 Paraﬃn Re(εr) = 2.14–2.30;
Im(εr) = 0.24–0.47;
Re(μr) = 1–0.90;
Im(μr) = 0–0.15.
4 Texolite Demonstration of a causal nature [11].
Re(εr) = 3.57–2.12;
Im(εr) = 1.39–0.30; 
Im(εr)rel = 2.00;
Re(μr) = 0.90;
Im(μr) = 0.20–0.23;
frel = 9.77 GHz.
2.1. Simulation parameters
We are drawing to exact modeling, in this regard the waveguides materi-
al corresponds to that used in the experiment, namely copper. The air box 
is modeled in the waveguide cavity. Waveguide ports are configured for a 
single mode regime for the fundamental waves as a rectangular and circu-
lar waveguide.
An adaptive type of frequency plan is used. Maximum number of ana-
lyzed points is 200. Solution stopping criterion ΔErr = 0.002 – relative er-
ror. Target initial mesh size equal to (λmax /10), where λmax – wavelength at 
maximum frequency. Solver uses the 2nd order discretization for direct ma-
trix solution. An adaptive finite element mesh is superimposed on the struc-
ture. Heterogeneity has a local mesh size optimized by the principle of max-
imum electrical significance [9].
2.2. Description of material parameters
To achieve the goal of high-precision modeling, when describing the pa-
rameters of materials, functional algorithms are used. Consequently, in the 
case of the metal sphere (N 1 in table 1), when setting the parameters, the 
surface conductivity correction is selected. In this case, volumetric finite 
element mesh is generated. This procedure significantly increases the cal-
culation time, however, it was obtained that the influence of the skin lay-
er aﬀects the parameter more significantly than the total computational and 
measurement errors. Even a visual assessment of the results shows the diﬀer-
ence. Due to the fact that in this paper the problem of minimizing or search-
ing for modeling errors is not solved, no accurate analysis and assessment of 
this eﬀect is implemented.
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When modeling acrylic resin (N 2 in table 1), based on the values of ta-
ble 1, the magnetic permeability of a material is as free space. This assump-
tion is justified and does not cause doubts, by virtue of conducting an ex-
periment on the microwave.
The assignment of electrophysical parameters of paraﬃn (N 3 in table 1), 
is similar to the case described above, except for the fact that the specifica-
tion of magnetic permeability is mandatory.
The most difficult is the modeling of complex materials, the frequen-
cy curl of the parameters of which demonstrates a causality character, 
due to various kinds of impurities, which leads to the emergence of new 
types of material polarizability. In this paper, such materials are texolite 
(сomposite epoxy material). EMPro has all the necessary functionality 
to describe such materials. We use the classic description of the materi-
al by Djordjevic [11]. It has much in common with the Debye character-
istic (in the open literature, sometimes these concepts are identical). In 
general, it is not difficult to move from the Debay description to Djord-
jevic, since the second one is broader. Using the terms of the Debye re-
laxation we have:
( ) 2 ,
1
r
rel
f
f
f
∞
∆ε
ε = ε + ⎛ ⎞+ ⎝ ⎠  
(1)
where ε∞ – the dielectric constant of the material at frequency goes to infin-
ity and Δε – diﬀerence in value for extreme frequencies of analysis. Djord-
jevic description is as follows:
( ) ln .Hr
L
f j ff a
f j f∞
+ ⋅
ε = ε + ⋅
+ ⋅  
(2)
The indisputable advantage of the expression (2) is the complex na-
ture of the magnitude, which corresponds to the dielectric with losses, 
as in our case (N 4 in table 1). The coefficient of magnitude a is not set 
manually, but is calculated automatically by EMPro. However, it is not 
difficult by varying this value to achieve a complete (or almost complete) 
correspondence between (1) and (2). In our case a = 3.2. Values fH and 
fL – extreme frequencies of analysis. Obviously, fH = 12 GHz and fL = 8 
GHz. In accordance to material specification the evaluation frequency 
fE has to be specified. This frequency is the frequency of the correspon-
dence of the electrophysical parameters to the classical complex form. 
Empirical method gives compliance between frel and fE. In the calcula-
tion of the model, the equality frel = fE is used. Fig. 1 shows a comparison 
of two frequency characteristics for material N 4. This shows the com-
plete validity of using the algorithm for describing material parameters 
through the EMPro environment.
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9.772 · 109
2.846
f7.0 · 10
9 7.5 · 109 8.0 · 109 8.5 · 109 9.0 · 109 9.5 · 109 1.0 · 1010 1.05 · 1010 1.1 · 1010 1.15 · 1010 1.2 · 1010
3.095
3.055
3.015
2.975
2.935
2.895
2.855
2.815
2.775
2.735
2.695
Fig. 1. Comparison of characteristics (1) (blue line) and (2) (black line)  
with a = 3.2 for texolite. Horizontal and vertical cross – frequency frel = fE
3. Results
Figure 2 shows the simulation results for a rectangular waveguide. Some 
conclusions have to be made prior the comparison of it with the experimen-
tal results. According to the data obtained in [5], the frequency dependence 
of the reflection coeﬃcient for the metal sphere is thoroughly described by 
analytical and semi-analytical expressions. The main diﬀerence between al-
gorithm [12] and [5] is that the second demonstrates the characteristic non-
linearity of the function, with a similar dynamic of its increase. Numerical 
simulation confirms that the function is not linear and has a local minimum 
on the microwave.
|S
11
| (
dB
)
Frequency (GHz)
8.0 8.5 9.0 9.5 10.0 10.5 11.0 11.5 12.0
|S11| v. Frequency–12
–14
–16
–18
–20
–22
–24
–26
–28
Texolite
Acrylic resin
Paraffin
Copper
Fig. 2. Simulation results for the spheres in rectangular waveguide
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Fundamentally diﬀerent dynamics of the function is for a composite ma-
terial sphere. The function |S11|(f) decreases with increasing frequency. This 
is obviously due to a change in the refraction index, in accordance to the 
characteristic on fig. 1.
The dynamics of functions for simple materials (such as acrylic resin and 
paraﬃn) visually completely coincide, merely the magnitude is diﬀerent. More-
over, the increase in functions with increasing frequency is much slower than 
for the metal sphere.
In this context, it should be pointed out that increasing the function with 
increasing frequency for simple materials is a direct consequence of improving 
its discernibility eﬀect in the waveguide. The data is confirmed in the paper [6].
Figures 3–6 show the comparison of numerical and experimental data 
for all samples in a rectangular waveguide. Here it is necessary to specify the 
method of analysis and obtaining experimental curves. Points for receiving 
system status reports are marked with red crosses. The smooth function is 
constructed using spline interpolation. It should be emphasized that the data 
between two points, the distance between which more than 0.5 GHz may be 
fundamentally diﬀerent. There are two main reasons for this:
1. The first is a non-single-wave mode of operation in which the wave-
guide operates in the experiment (fundamentally not achievable).
2. The second is not a monochrome signal from the generator in the ex-
periment (fundamentally not achievable).
The study [7] demonstrates that the experimental characteristics are ex-
periencing strong oscillations. The reasons for this are given above. However, 
this paper presents raw data that should be processed in a specific way. The 
development of the algorithm for processing this data is a separate study. In 
this paper a simple algorithm for sampling reliable values at points tending 
to a function obtained by a numerical method is used. The quality of vali-
dation, foremost, has be established by the number of such points, and to a 
lesser extent than by its proximity to the reference function.
Experiment
Simulation
–10
–12
–14
–16
–18
–20
–22
|S
11
|, 
dB
8.0 · 109 9.0 · 109 1.0 · 1010 1.1 · 1010 1.2 · 1010
f, Hz
Fig. 3. Comparison of experimental data and simulation results  
for the copper sphere in rectangular waveguide
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f, Hz
Experiment
Simulation
–21
–22
–23
–24
–25
–26
–27
|S
11
|, 
dB
8.0 · 109 9.0 · 109 1.0 · 1010 1.1 · 1010 1.2 · 1010
Fig. 4. Comparison of experimental data and simulation results  
for the acrylic resin sphere in rectangular waveguide
Experiment
Simulation
f, Hz
–24
–25
–26
–27
–28
|S
11
|, 
dB
8.0 · 109 9.0 · 109 1.0 · 1010 1.1 · 1010 1.2 · 1010
Fig. 5. Comparison of experimental data and simulation results  
for the paraﬃn sphere in rectangular waveguide
Experiment
Simulation
–16
–17
–18
–19
–20
–21
–22
–23
|S
11
|, 
dB
f, Hz
8.0 · 109 9.0 · 109 1.0 · 1010 1.1 · 1010 1.2 · 1010
Fig. 6. Comparison of experimental data and simulation results  
for the texolite sphere in rectangular waveguide
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Figure 7 shows the results of modeling the reflection coeﬃcient for spheres 
in a circular waveguide. The magnitude of the expected value has decreased – 
this is due to the larger cross-sectional area of the circular waveguide. Char-
acteristics have a clear oscillation. Nevertheless, the general dynamics of 
the functions is preserved (if we compare the starting and ending points of 
the analysis), in fig. 2. It is possible to conclude in this context that the res-
onance curve for a sphere in a closed space is more quickly and clearly ob-
served in a circular waveguide but not in a rectangular one.
|S
11
| (
dB
)
|S11| v. Frequency
–22
–24
–26
–28
–30
–32
–34
–36
|S
11
| (
dB
)
Frequency (GHz)
8.0 8.5 9.0 9.5 10.0 10.5 11.0 11.5 12.0
Copper
Texolite
Actylic resin
Paaraffin
Fig. 7. Simulation results for the spheres in circular waveguide
Conclusion
A number of important conclusions are obtained in the paper. Clear cor-
relation is indicated in comparison of simulation data for rectangular and 
circular waveguides. It is assumed that an eﬀective analysis of inhomogene-
ities in the transmission line is necessary to analyze its electrophysical prop-
erties in diﬀerent analysis systems. The experimental verification is imple-
mented only for a rectangular waveguide in this paper. A similar experiment 
with spheres in a circular waveguide gives similar results, keeping the prin-
ciple of causality. 
Analyzing the characteristics for the metal sphere (fig. 3) the following 
conclusions are made [5; 6; 12]. Valuable results are obtained in accordance 
to dielectric spheres. The best data verification is found for paraﬃn (fig. 5). 
It may be due to the possibility of its accurate measurement in a preliminary 
experiment. The worst verification is maintained for the composite materi-
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al (fig. 6). No matching points are found during the comparison. This veri-
fication is considered undergone due to the complexity of the description of 
the material parameters, as well as their experimental study. The intermedi-
ate value for the quality of verification is demonstrated by the acrylic resin 
sphere (fig. 4). It may be explained by the simulation of the magnetic con-
ditions of the vacuum is not justified, but more accurate data on this sam-
ple has not been measured.
In this context, the development of a validated method for processing ex-
perimental data to reconstruct the electrophysical parameters of heteroge-
neity in the transmission line is a priority task of this study.
References
1. Wang J.J.H. Analysis of a three-dimensional arbitrarily shaped dielectric or 
biological body inside a rectangular waveguide. IEEE Transactions on Microwave 
Theory and Techniques. 1978;MTT-26(7):457–462.
2. Gubsky A.D., Gubsky D.S., Noikin U.M., Sinyavsky G.P. Calculation 
of electromagnetic waves diﬀraction on irregularities in circular waveguide. 
Electromagnetic Waves and Electronic Systems. 2009;14(5):45–51. 
3. Nuno L., Balbastre J.V., Igual J., Ramon M., Ferrando M. Analysis of 
inhomogeneous and anisotropic waveguides by the finite element method. 
Proceedings of IEEE Electrical Performance of Electronic Packaging. 1993:47–49.
4. Kunz K.S., Luebbers R.J. The finite diﬀerence time domain method for 
electromagnetics. CRC Press; 1993.
5. Zeyde K.M. Discernibility of metallic sphere in rectangular waveguide. 
In: 2017 International Applied Computational Electromagnetics Society 
Symposium – Italy (ACES), 26–30 March 2017, Florence. DOI: 10.23919/
ROPACES.2017.7916299
6. Zeyde K.M. MDR analysis technique for a metallic sphere in the 
rectangular waveguide. CEUR Workshop Proceedings, Yekaterinburg, 9 December 
2017. Yekaterinburg: Ural Federal University; 2017. Vol. 2035, pp. 41–45.
7. Zeyde K.M., Sharov V.V. Discernibility and MDR for the complex 
dielectric sphere in rectangular waveguide. In: 2018 International Conference 
on Actual Problems of Electron Devices Engineering, APEDE 2018, Saratov, 
28 September 2018. Saratov: Institute of Electrical and Electronics Engineers 
Inc.; 2018, pp. 294–299. DOI: 10.1109/APEDE.2018.8542424
8. Knyazev N.S., Malkin A.I. Dielectric permittivity and permeability 
measurement system. In: CEUR Workshop Proceedings, Yekaterinburg, 9 December 
2017. Yekaterinburg: Ural Federal University; 2017. Vol. 1814, pp. 45–51. 
9. Zeyde K.M., Yandovskiy N.G. FEM mesh optimization in electromagnetic 
modeling using the example of dielectric antenna. In: Volkovich V.A., Zvonarev 
S.V., Kashin I.V., Narkhov E.D. (eds) AIP Conference Proceedings, Ekaterinburg, 
14–18 May 2018. 2018;2015(1):020122. DOI: 10.1063/1.5055195
10. Zeyde K.M., Malkin A.I, Sharov V.V. Further refinements to the 
waveguides materials measurements. ITTSU Conf. Proc., Ekaterinburg; 2017, 
pp. 107–115.
76
 URAL RADIO ENGINEERING JOURNAL  
Ki
ril
l M
. Z
ey
de
 |
  V
er
ifi
ed
 s
im
ul
at
io
n 
of
 w
av
eg
ui
de
 in
ho
m
og
en
ei
tie
s 
in
 K
ey
si
gh
t E
M
Pr
o 
20
17
 s
of
tw
ar
e
11. Djordjevic A., Olcan D., Stojilovic M., Pavlovic M., Kolundzĳa B., 
Tosic D. Causal models of electrically large and lossy dielectric bodies. Facta 
universitatis. 2014;27(2):221–234. DOI: 10.2298/FUEE1402221D
12. Hinken J.H. Conducting spheres in rectangular waveguides. IEEE 
Transactions on Microwave Theory and Techniques. 1980; MTT-28(7):711–714.
Информация об авторе
Зейде Кирилл Михайлович – ведущий инженер, старший препода-
ватель департамента радиоэлектроники и связи, Уральский федераль-
ный университет им. первого Президента России Б.Н. Ельцина, Екате-
ринбург, Россия.
Information about the author
Kirill M. Zeyde – leading engineer, senior lecturer of the Department of 
Radioelectronics and Communications of Engineering School of Information 
Technologies, Telecommunications and Control Systems, Ural Federal 
University named after First President of Russia B.N. Yeltsin, Ekaterinburg, 
Russia.
Поступила / Received: 15.12.2018
Принята в печать / Accepted: 28.12.2018
